
1.30±0.05
.051±.002

HOLES IN SHELL ARE 
WITHOUT THREADS

20.00
.787

.591
15.00

.421
10.7010.00

.394

PIN #5 PIN #1

.118

.362
9.2

.224
5.70

3.002X 4.00
.157

CANADA FOR DETAILS.

PIN #1

AMPHENOL PART NUMBER: MUSB-B551-042.

NOTES:
1. MATERIAL: 
   ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2002/95/EC AND AMENDMENTS
    - OUTER SHELL:  DIECAST ZINC ALLOY, NICKEL PLATED
    - CONTACTS:  PHOSPHOR BRONZE, PLATED WITH 0.76 MICRONS [30u''] GOLD OVER 1.27 MICRONS

[50u''] MINIMUM NICKEL ON THE MATING AREA WITH GOLD FLASH OVER NICKEL ON THE TAILS.
    - USB HOUSING: ENGINEERING THERMOPLASTIC, FLAMMIBILITY RATING UL94V-0, BLACK.
    - USB SHELL: COPPER ALLOY, NICKEL PLATED
    
2. ENVIRONMENTAL PERFORMANCE PER IEC 60529 CODE IP67 FOR SEAL BETWEEN MATING AREA AND
    PCB SIDE OF CONNECTOR. CUSTOMER TO PROVIDE GASKET FOR SEAL TO INSIDE FACE OF
    ENCLOSURE PANEL.

3. CURRENT RATING: 1 AMPERE.

4. CONTACT RESISTANCE: 50 MILLIOHMS MAXIMUM.

5. OPERATING TEMPERATURE: -40°C TO +105°C.

6. AVAILABLE MATING AREA COVERS PROVIDE ADDED PROTECTION. CONSULT WITH AMPHENOL

METAL SHELL 

MINI-B-USB
CONNECTOR

9.20
.362

0.05 [.016
.001]

.004]X 2.00
0.40 .002]

GROUND TAILS (2 PLCS)

0.03 [.010X 0.25

12.2

.002]

CONTACT TAILS (5 PLCS)

0.40

REF.

0.10 [.079
0.05 [.016

.481

2.25±0.30
.089±.012

EPOXY SEALANT GROUND TAIL

 2     4

 1     3     5

.098
2.50

6.20
.244

7.48
.294

RECOMMENDED PANEL CUTOUT

2.54
±.003.100±.008

.266

15.00

±.008
±0.20

±0.20 ±0.089.75
.384

±.005.591
±0.13

6.75

R1.25 MAX
.049 MAX
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UNLESS  OTHERWISE  SPECIFIED
DIMENSIONS  ARE  IN MILLIMETER
TOLERANCES  ARE:

DECIMALS                        ANGLES
.XX                                    

MUSB SERIES RUGGED MINI-B USB 
RECEPTACLE, VERTICAL PCB MOUNT, 
NO MOUNTING HOLE THREADS, NO 
PANEL GASKET, RoHS COMPLIANT

RECOMMENDED P.C.B. LAYOUT
COMPONENT SIDE OF BOARD

.102

TYP.

±.002

±0.05

.287

(2 SLOTS)

.026

3.20

±0.05

±0.05

.031±.002

7.30

.094

±.002

2.40

0.80

.126

0.65
±.002

±0.05

2.60

0.70±0.05

5 HOLES
.028±.002


